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INDIA GYPSUM :PVC LAMINATED GYPSUM CEILING TILES  

Minerotex Dew Drop 

 

 

 

 

 

 

 

 

o Fresh, clean and aesthetic look 

o Front side is Vinyl Laminated so it requires no further decoration 

o Backing is done by polished aluminium foil 

o High water vapour/humidity resistance 

o Eco-friendly and Biodegradable 

 

TYPICAL USES: 

 Reception areas, Showrooms, Individual offices, Toilets, Cloakrooms, Humid areas, Meeting rooms, Conference 

rooms, Sport rooms, Cafeterias Restaurants, Canteens, Consulting rooms, Concert halls, Theatres, Libraries, 

Lounges, Shops, Bars etc. 
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TECHNICAL DETAILS: 

 Size: 600 x 600 mm 

 Thickness: 8 /9 / 9.5 mm 

 Sound absorption (NRC): 0.1 

 Sound attenuation Dncw (dB): 45 

 Light reflectance (%): 85 

 Humidity resistance (% RH): 99 

 Fire reaction: Class O/Class 1 (BS 476) 

 Fire resistance(hour): 1 

 Thermal conductivity (W/mk): 0.16 

 

SPECIFICATION: 

 Surface: Vinyl lamination 

 Back Side: Coated with aluminium foil 

 


